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1.11 DuraGal Flooring System® Quoting Checklist

	Supplier: 
	Contact:
	Phone:

	Fax:
	Email:
	Client:

	Client Phone:
	Job Name:
	Site:

	Main / House
	Low-set □, High-set □, Split-level □, 2-storey □, New home □, Extension □, Commercial building □

	Flooring
	Sheet □, Strip T & G □ (platform or cut-in), Hebel Floor □
	Joist Centres
	450mm □ 600mm □

	Wet areas
	Level with main floor □, Set-down           mm
	Average Pier Height
	                 mm 

	External walls
	Brick veneer □, Weatherboard clad □, Double brick □,

200mm load bearing block □, Hebel Power Panel □
	Footing Type
	Freestanding □

	Subfloor
	
	Soil Classification
	A □, S □, M □, 

	Internal Walls
	Framed □, Brick □, Masonry □, Load Bearing □

(Show loadbearing walls on plans)
	Fire Place
	Brick □, Above floor □

	Roof Frame
	Trussed □, Pitched □, Skillion □ Raked ceilings □
	Roof Cladding
	Concrete Tiles □, Sheet metal □

	2-storey
	Engineer’s certificate □, Load bearing walls:                                               , Double joists required □

	Deck/ Verandah


	POSTS: Height above ground           mm, To:deck height □, rail height □, eave height □,brick base □

BEARERS: Flush with joist tops □, Under joists □

JOISTS: Level with house joists □, Stepped down from house floor □             mm                       □No

DECKING: Timber □, Composite □, FC Sheeting □, Hebel □, Other □ Is deck mitred at corners? □Yes
Is deck running lengthwise □ or in short direction □


	Site Access
	Semi-trailer □, Table top delivery □

	Unloading

Facility
	Crane/Hiab □, Forklift □, Crane/Truck required □

	Other

Products
	Tek Gun □, Makita 4131 Saw □, Screws □, Insulation □, Fencing □, Reinforcing □, Roofing □

	Notes
	


Live Load 1.5 kPA □ 3 kPa □ or 5 kPa □ Other (specify)          





Strip “tie” beams □





Dwarf brick subfloor □, Open subfloor □





H □, P □, E □








